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Specifications subject to change without notice.  Guards have 
been removed for clarity. Do not operate machine without 
guards in place. 

K R 5 35 
Tabbing Syst em  
 

General Specifications  

Run 3• wide labels on the standard KR 535. Even 
wider labels are possible using the optional 5• wide 
label kit. 

A straightforward operator interface simplifies operator 
 training and setup. 

 
 
 
 
 

 
Physical 
Length   50!  127 cm 
Height   70!  178 cm 
Width   26!   66 cm 
Crated weight  800lbs  363kg 
Tabletop height  33!     84 cm 
 
Electrical Requirements 
Voltage  120 VAC 
Current  15 amps 
Interface inkjet base/conveyor interlock 
 
Production Rate 
Single tab  30k pph 
Double tab 30k pph 
 

Tab Head 
 
Physical 
Length  29!  74 cm 
Height  36.5!  93 cm 
Width  14!  35 cm 
Crated Weight 120 lbs 54 kgs 
 
Material Handling 
Min tab: .75! round Min label: .38!W x.75!L 
Max tab: 2.0! round  Max label: 3!W x 2!L STD 
Type    opaque, clear or plain paper 
Tab roll size  16! diameter (40k of 1! ! , 
    50k of .75! ! ) 

Tab Base 
 
Physical 
Length 50!  113 cm 
Height 33! *   84 cm 
Width 26!   66 cm 
Crated Weight  780 lbs 354 kgs  
 
Material Handling 
 
Min stock size 3! x 5! 
Max stock size 13! W x 14!L (labeling only) 
   11!W x 14!L (Tabbing/labeling)  
Thickness   Single sheet up to .18! (.62! labeling only) 
 
Options 

5! base height adjustment (Hydra-lift) 
 Narrow (1.25!) product handling 
 5! wide label kit 
 Fan-fold label kit 
 Magnetized label kits 
   
   

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Run the KR 535 inline with a folder using the KR 415 
Folder Interface Conveyor. 


